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PRODUCT BENEFITS
AND PROPERTIES

In-process corrosion control and indoor protection from rust and corrosion for 3 to 5 days.  
Helps provide a paintable substrate. Water-dilutable.

MATERIAL 
COMPATIBILITY Effective on the Following Substrates: Ferrous Metals

CORROSION
PROTECTION

Process Description: Humidity Testing of various RP 835
Substrate: Cold rolled steel R-36 Q-panels
Test Method: ASTM D 2247
Number of hours required: 96 hours minimum
Failure Point: Signs of red rust

Test Data

Sample Identification 24 Hrs. 48 Hrs. 72 Hrs. 96 Hrs. 120 Hrs.

RP 835 - 3% No Rust No Rust No Rust No Rust 1 Spot

RP 835 - 7% No Rust No Rust No Rust No Rust No Rust

RP 835 - 10% No Rust No Rust No Rust No Rust No Rust

USE
RECOMMENDATIONS

System
•	 Spray-On Systems 
•	 Immersion/Dip Tank 
•	 Brush-On/Wipe-On 

Dilution 3 – 10%, typically used at 5%

TYPICAL CHEMICAL 
CHARACTERISTICS

Physical Form Liquid

Color Water White

Fragrance Mild

Shelf Life 36 Months

SHIPPING, STORAGE,
DISPOSAL & 

PREVENTION

Please refer to the Safety Data Sheet for shipping, storage,  
disposal and prevention guidance.

AVAILABILITY
•	 5 Gal (19L) 
•	 55 Gal (208L)
•	 275 Gal Tote (1,041L)

CONCENTRATED NITRITE-BASED CORROSION INHIBITOR

RP 835
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